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This certificate is issued by SAA Approvals Pty Ltd in 
accordance with the SAA Approvals Electrical Product Safety 
Certification Scheme accredited by JAS-ANZ under AS/NZS 
ISO/IEC 17065 and REAS accreditation under the NSW 
Government legislative requirements. SAA certifies the 
product nominated in this certificate complies with standard/s 
listed above in accordance with the schemes herein.

For SAA Contact Details and to verify this Certificate go to:

www.saaapprovals.com.au
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*Addendum* 
 
 Certificate No.: SAA-203484-EA 
 Date of Issue: 18 January 2021 
 Regulatory Definition: Power Supply or Charger 
 Product Description: Power Supply  
  (LED Driver, Independent, SELV,  
  constant current, Non-IC) 
 

Additional Models Trade Name Rating/Marking 
BQ-015DNPC boqi; Shenzhen Boxinqi Technology Co.,Ltd; Input: 200-240Vac 50/60Hz 0.42A    

Output: 30-42Vdc, 55Vdc Max, 0.35A 14.7W    
ta:45°C, tc:80°C, Class II 

BQ-020DNPC boqi; Shenzhen Boxinqi Technology Co.,Ltd; Input: 200-240Vac 50/60Hz 0.42A    
Output: 30-42Vdc, 55Vdc Max, 0.45A 18.9W    
ta:45°C, tc:80°C, Class II 

BQ-030DNPC boqi; Shenzhen Boxinqi Technology Co.,Ltd; Input: 200-240Vac 50/60Hz 0.42A    
Output: 30-42Vdc, 55Vdc Max, 0.6A 25.2W    
ta:45°C, tc:80°C, Class II 

BQ-050DNPC boqi; Shenzhen Boxinqi Technology Co.,Ltd; Input: 200-240Vac 50/60Hz 0.42A    
Output: 30-42Vdc, 55Vdc Max, 1A 42W    
ta:45°C, tc:80°C, Class II 

 


